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PART NUMBER | BODY CONTACT INSULATOR | WASHER NUT
131-6701-411 BRASS BRASS TEFLON PHOSPHOR BRONZE BRASS
COLD PL .00001 MIN OVER | GOLD PL .00003 MIN OVER GOLD PL .0CDD1 MIN OVER | GOLD PL .DDDO1 MIN DVER
NICKEL PL .DDXIQ5 MIN OVER| NICKEL PL .({1005 MIN OVER| NICKEL PL .00005 MIN OVER| NICKEL FL .00005 MIN OVER|
COPPER PL 00005 MIN COPPER_FL .00005 MIN COPPER_FL .00005 MIN COPFER FL .00005 MIN
131-67401-416 BRASS TEFLON PHOSFHOR BRONZE BRASS

NICKEL PL .DIXI1 MIN QVER
COPPER PL .00005 MIN

BRASS

GCOLD FL .00003 MIN QVER
NICKEL PL .04005 MIN OVER|
COPPER PL .00005 MIN

NICKEL PL .0001 MIN OVER
COPPER PL .00005 MIN

NICKEL_PL .0001 MIN OVER
COPPER PL .00005 MIN

-230
2X

0D .062 J

ID_.040 X
.085 REF ¥

NOTES:

1.

SPECIFICATIONS:

IMPEDANCE: S0 OHMS
FREQUENCY RANGE: 0-10 GHz
VSWR: NQT APPLICABLE
WORKING VOLTAGE: 335 VRMS MAX AT
DIELECTRIC WITHSTANDING VOLTAGE:

HEX X .063 THICK REF

10-32 UNF-2A REF

J_—l_

.250 HEX

I

L]

fe——

SEA LEVEL

1000 VRMS MIN AT SEA LEVEL

INSULATION RESISTANCE: 1000 MEGOHM MIN

CONTACT RESISTAN!

CE*
CENTER CONTACT - INITIAL 6 MILLIOHM MAX, AFTER
IRONMENTAL B MILLIOHM MAX
OUTER CONDUCTDR - INITIAL 1 MILLIOHM_MAX, AFTER

ENVIRONMENT AL
BRAID TO BODY_ - NOT APPLICABLE
CORONA LEVEL: NOT APPLICAELE
INSERTION LOSS: NQT APPLICABLE
RF LEAKAGE: NQT APP

LICABLE
RF HIGH POTENTIAL WITHSTANDINC VOLTAGE:

MECHANICAL:

NOT APPLICABLE

600 VRMS AT 4 AND 7

ENGAGE/DISENGAGE TORQUE: 16 INCH-OUNCES MAX

MATING TORQUE: 35-5D INCH-OQUNCES

COUPLING PROOF TORQUE: NOT APPLICABLE
COUPLING NUT RETENSION: NOT APPLICABLE

CONTACT RETENSION: 4 LBS MIN AXIAL
CABLE ACCEPTABILITY: NOT APPLICAHLE

FQRCE

CABLE HEX CRIMP SIZE: NQT APPLICABLE

E RETENTION: NOT APPLICABLE
DURABILITY‘ 500 CYCLES MIN

ENVIRGNMENTAL ¢

(MEETS OR EXCEEQS THE APPLICABLE PARAGRAPH QF MIL-C-33012)

THERMAL SHOCK: MIL-STD-202, METHOD
DPERATING TEMPERATURE: -65 DEG
CORROSION: MIL-STD-202, METHOD 101,

107, CONDITION 8

€ TQ 165 DEG C
GCONDITION B
|

SHOCK® MIL-STD-202, METHOD 213, CONDITION C

VERATION: ML-STO-202, METHDD 2{4.

CONDITION D

.335+-.020 —=—=——

MHZ

77
=
_/
021 REFJ

—

@@é)

.093 MAX
PANEL THICKNESS
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MOUNTING HOLE

DRAWING NO.
C - 131-6701-411/420

0] REVISIONS
CHANGED: REVISED AND REDRAWN.
WAS "C" SIZE. DATED 5-13-86.
03 |04-04-89 EJrrereg] 225%; 350
VAX_VERSION UFDATE.
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CHANCED RF HIGH POT 4 AND 7
MHZ WAS S MHZ
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