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Figure 1
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These production torque wrenches are used to
properly install or disassemble the connectors listed in
Figure 1.

Figure 1 also contains the Tyco Electronics part
numbers for the wrenches, the previous part numbers
for the wrenches, wrench size, and the preset torque
for each wrench.
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Reason for revision is provided in Section 5,
REVISION SUMMARY.
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Each production torque wrench contains a protective
cover, a torque wrench, and an interchangeable head.
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Refer to Figure 2 for the appropriate replacement
wrench head part numbers.

The wrenches are designed to be used in the
clockwise or counterclockwise direction.
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Figure 2

Using the appropriate sized head (Figure 1), turn the
wrench clockwise (or counterclockwise) until there is
an audible “click.” This “click” indicates that the proper
torque has been achieved.
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Remove the wrench head by pulling it off the
production torque wrench. Then replace the head with
the appropriate head listed in Figure 2.

Order replacement parts through your Tyco
Electronics Representative, or call 1–800–526–5142,
or send a facsimile of your purchase order to
717–986–7605, or write to:

CUSTOMER SERVICE (38–35)
TYCO ELECTRONICS CORPORATION
P.O. BOX 3608
HARRISBURG, PA 17105–3608
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Per EC 0990–0037–05:

� Updated document to corporate requirements
� Added part number 1490262–1 and related

information to Figure 1
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