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SML—LX1610SIC/A A

127 [0.0501 | REV. | EC.N. NUMBER AND REVISION COMMENTS DATE
0 N
330 [0.130] A [ ECN. #11391, 01.16.07
ELECTRO-DFTICAL CHARACTERISTICS TA=25'C i =350mA
PARAVETER SIMBIL_MN__ TP WAX_UNTS _TEST COND
PEAK WAVELENGTH 625. nm
FORWARD VOLTAGE Vi 2132V If=350mA
10.00 [0.394] REVERSE VOLTAGE Wr 3 v lr=10pA
AXAL NTENSITY(H) ly 2] Im 1 =350mA
VIEWING ANGLE 10 2x theto
- ENITTED COLOR:  RED
ANODE ——¢——
‘ EPOXY LENS FINSH: WATER GLEAR
8,50 [0.3351 10.60 [0.4171
SGR, LIMTS OF SAFE OPERATION AT 25C
PARAVETER SYMBOL MAX UNTS
|_| \ ' - PULSE FGORWARD CURRENT Ip 40D mA
ANODE #8/00 [60.315] S 26 102071 STEADY CURRENT It 350 mA
—I CATHODE ! ! FOWER DISSIPATION )] 141 W
| — GPERATING TEMP. ToPR -2DT0 +70 g
5.08 [0.200] 187 10.050] STORAGE TEMP. TSTG -4DTO +85 °C
' ' *DUTY 1/10 PULSE WIDTH 10ms
SOLDER PAD LAYOUT
LEAD FREE REFLOW PROFIE [————= 10.70 [0.421]
10 SEC. MAX. 1
25— — — —
5 8.40 [0.331]
g 10 J CAUTION. STATIC SENSTIVE DEVICE
2 17.00 [0.669] FOLLOW PROPER E.D. HANDLING PROCEDURES
& WHEN WORKING WITH THIS PART. -
o
: — ®)
= NOTES:
2 |:| |:| 3.10 [0.122]
I 1. 5D PCS. IN EACH TUBE.
D TIME 100 [0.0391 __| i
@ PLSD
TOTAL TIME ABDVE 220°C IS 60 SECONDS MAX. 410 [0.1611
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*UNLESS OTHERWISE SPECIFIED TOLERANCES PER DECNAL PRECISON ARE: X=41 (0.030], XX=105 (£0.020), XXX=£0.25 (0010}, XNXX=20.127 (+0005). LEAD SUE=£0.05 (£0902), LEAD LENGTH=£075 (x0.030). MN= FJEENAL PRECEION ypy - 4000 ormision
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10.60 x 10mm HIGH POWER LED, 625nm RED LED. SOLDER HEAT IS A MAJOR CAUSE OF EARLY AND FUTURE FAILURE PAGE: 1 OF 1
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