UNCONTROLLED DOCUMENT PART NUMBER REV.
SSP-01TWB3SW12 B
REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A_| ECN. #10897, 7.30.02
5| ECN. #11148 11.16.06

ELECTRO—OPTICAL CHARACTERISTICS TA=25'C V§=12V

PARAVETER MN TP MAX___ UNTS _ TEST COND
PEAK WAVELENGTH 590 nm
FORWARD VOLTAGE 12 14.0 Vi
REVERSE VOLTAGE 50 Ve [r=100pA
AXIAL INTENSITY 2200 med Ve=12V
VIEWING ANGLE 60 2x theta
EMITTED COLOR: SUPER YELLOW
$10.00 [60.394] | EPOXY LENS FINISH: MILKY WHITE DIFFUSED
LIMITS OF SAFE OPERATION AT 25°C PER DIE
PARAVETER MAX 1INITS
> PEAK FORWARD VOLTAGE 14 v
14.00 [0.551] @ STEADY CURRENT 2 mA
[ 200 [0.079] POWER DISSIPATION 105 i
DERATE FROM 25°C —12 mi /"
' | OPERATING, STORAGE TEMP, —40T0 +85 ‘¢
16.00 [0.6301]
[
6.835 [0.2701]
| ®

i &

CNVCONTIROLLED LOCUMENT

*UNLESS OTHERWISE SPECIFIED TOLERANCES PER DECNAL PRECISON ARE: X=41 (0.030], XX=105 (£0.020), XXX=£0.25 (0.010), XXXX=20,127 (+0005). LEAD SUE=£0.05 (£0902), LEAD LENGTH=£075 (x0.030). MN= FJEENAL PRECEION ypy - 4000 ormision
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WEB: www.sunbriteleds.com

RELIABILITY NDTE
DLR MANY YEARS DF EXPERIENCE DATA ACCLIMULATION INDKATE THAT SOLDER HEAT IS
LED MINATURE WEDGE BASE, YELLOW, MILKY WHITE DIFFUSED. | ™R M 1EAS OF DOMEICE Dirk AUWILATON NOKATE THAT SILOER VET

APPROVED: |DATE: 11.16.06
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