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PART NO. | DIM "W" | A\bp||CATION THICKNESS

VY 029—.045 (0.7=1.7)

- ‘<_. -15TY(F;7"8) MCG—2N | -14 (3.6) | 044—.056 (1.1-1.4)

: MCG—3N .055—.069 (1.4-1.7)

MCG—aN | " ) o) | -069-.080 (17-2.3)

MCG—6N 113—.130 (2.9-3.3)

18 (4.6) .02 (0.5)
TYP.
"W e t \— PART NUMBER IDENTIFICATION REPEATED EVERY 5” (127)

NOTES:

1.

MATERIAL: 304 STAINLESS STEEL (RMS—283).

2. COATING: NYLON 11 (RMS—192), COLOR: BLACK.

TABER ABRASION RESISTANCE: PER NFT 30-015,

5 TO 8 mg LOSS AFTER 100 CYCLES.
4. DIELECTRIC STRENGTH: 1000 VOLTS @ 60 HZ.
5. OPERATING TEMPERATURE RANGE: —40°F TO 285°F (—40°C TO 140°C).
6. SALT SPRAY TESTING: 2000 HOURS, ASTM B117. MIL—-STD—202, METHOD 301.
7. FLAMMABILITY: UL 94 V-0 YELLOW CARD NO. E113553 NZMTZ2.
8. RANDOM SHOCK AND VIBRATION: MIL—STD—1344, METHOD 2005.1, TEST CONDITION VI, LETTER "J”.

DURATION 8 HOURS LONGITUDINAL AND 8 HOURS PERPENDICULAR. rms G 41.7.
9. HAND HELD CUTTING TOOL NEEDED, ORDER P/N : MCGS—1
10. FITS ANY TWO AXIS CONTOUR.
11. COLOR CODE STRIPE: PRINTING INK (RMS—346).
12. PACKAGING: 100 FT (30.5m) REEL.

25 FT (7.6m) WITH SHEARS, AVAILABLE BY SPECIAL ORDER ONLY.

TO ORDER, ADD SUFIX "—PK” TO PART NO.
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